FL0058-WW - FL0058-W
hole for the luminaire only, or by using the included
dedicated inground box.

Recessed luminaire with directional light beam, 45°
asymmetrical fixed optics and two colour
temperatures available. Ideal for both indoor and
outdoor installations, thanks to the die cast
aluminium body (protection rating IP65). The
luminaire can be installed either upside down or side
wall or on the floor (walkeable). It is possible the
installation on flammable surfaces. The installation
can be performed via a 1 53x52 mm rectangular hole
for the luminaire only, or by using the included
dedicated inground box, see the dimensions
drawing of the box. Connection by wires, the unit
accepts only DC power supply, recommended
power supplies: switching. For the dimming of this
luminaire use a button dimmer CO676 Arena Luci.

INSTALLING THE DEVICE
The installation can be performed via a 1 53x52mm

A - the connection between the supply cable of the
luminaire and the main DC line should be performed
inside the inground box (if present) using an IP68
rated power connection.
B - the shunt from the main DC line should be
performed using an IP68 rated cast resin joint.
C - the inground box must be placed on a layer of
draining pebbles with a minimum thickness of 30cm
in order to make easier the flow of rain water and
avoid the lift of moisture inside the box.
D - the bottom layer of the installation should be
made with a material with proper draining capability.
During installation, the projector should be
opportunely oriented in order to correctly light the
objects. The arrow printed
on top of the lighting head
indicates the direction
towards which the emitted
light is addressed.

POWER SUPPLY
When choosing the proper power supply unit you
have to consider the total power consumption of all
the devices connected in the same supplied group;
once this value is known, it will be possible to
choose among the vast range of power supply units
offered by Arena Luci.
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TECHNICAL SPECIFICATIONS

Colour Temp.
5500K (FL0058-W) - 3200K (FL0058-WW)
Power supply
24V DC
Power consumption 3.5W max
Socket
Neoprene cable 2x1 mm 2
Light source
3 Power LED
Beam angle
45° Asymmetrical
Luminous flux
1 98 lm (FL0058-W) - 1 88 lm (FL0058-WW)
Material
Stainl. steel AISI 31 6/temper. glass + Aluminium
Fixture colour
Satin
Drilling size
1 53x52 mm (projector only)
Insulation class
II
Weight
0.81 kg
Walkeable
1 840kg x Ø 30mm
Protection
IP65
Suitable to be fitted on normally inflammable surfaces
Applied standards
It is recommended to leave a margin of at least the
25% less than the driving capability of the supply
unit.
Connect the power supply to the mains outlet,
paying attention to right polarity L-N-E labelled on
the wiring terminals (colours: brown = L, blue = N,
green/yellow = E). Check the output voltage is
compatible with the specifications of the lighting

device. Connect the outputs of the power supply
labelled with "+V" and "-V" to the supply cable of the
luminaire, paying attention not to reverse the two
terminals: a wrong polarity may seriously damage
the device. In the case of multiple connections of
LED luminaires, it is recommended to use cables
with at least 2.5mm 2 cross section or larger,
according to the voltage drop calculations.

Disconnect the unit from the power supply before
attempting any operation in contact or inside the
unit, and when not in use.
Due to the high technological level of this unit, any
service maintenance should be performed by
specialised operators. Please contact your Arena
Luci dealer for any operation.
Do not attempt to dismantle and modify the device.
To avoid infiltrations inside the inground box do not
open or install this luminaire during rainy days or in
high humidity conditions.
Not allowed to be used underwater.
Ensure a good drainage underneath the inground
box when installed on the floor.
Allowed to be mounted directly on inflammable

surfaces.
Always ensure that the structure to which you are
attaching the unit is secure and is able to support
the weight of each unit.
The installation of LED modules (including power
supplies) should be done according to current
technical rules and regulations.
This luminaire is an outdoor device with IP67
rating, but not IP68 (thus not suitable for
underwater applications). Therefore the proper and
extended functioning will be related to the proper
installation.
The installation should be performed only by a
qualified operator.

WARNINGS

The European Directive 2002/96/EC on Waste Electrical and Electronic Equipment (WEEE), requires that old lighting
fixtures must not be disposed in the normal unsorted municipal waste stream. Old appliances must be collected
separately in order to optimise the recovery and recycling of the materials they contain and reduce the impact on
human health and the environment.The crossed out “wheeled bin” symbol on the product reminds that when you
dispose the appliance it must be separately collected. Consumers should contact their local authority or retailer for
information concerning the correct disposal oftheir old appliance.

